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EUROLUB 
Gatteröl-Haftöl Spezial 220 

 
Category: Speciala - Adhesion Oil 

 

 
Application: Gatteröl-Haftöl Spezial is mixed with excellent base oils and 

modern additives, tailored to a good formulation. Thread-pulling 
and adhesive lubricating oil that forms stable and pressure-
resistant lubricating films. It has excellent wetting properties and 
good adhesion. Vertical guides and sliding surfaces can be 
perfectly lubricated. 
• Good stick-slip behavior 
• High adhesion 
• Good demulsification behavior 
• Reduced oil consumption 
• Extended lubrication intervals 
• Improved lubrication performance 

 
Delivery: Art.-Nr. 357020  20 Liter  plastic canister 

Art.-Nr. 357060   60 Liter  hobbock 
Art.-Nr. 357208  208 Liter drum 
Art.-Nr. 357100  Container 800 – 3.000 Liter 
     per destination 

 

Technical Data 

Data Unit Method EUROLUB Gatteröl-
Haftöl Spezial 220 

Density at 15°C g/cm³ DIN 51 757 0,889 

Viscosity at 40°C mm²/s DIN 51 562 209,1 

Viscosity at 100°C mm²/s DIN 51 562 19,5 

Flash point (COC) °C DIN ISO 2592 240 

Pourpoint °C DIN ISO 3016 -12 

 
The data provided are subject to change. Operating rules of the manufacturer. Characteristics are typical of current production data are 
subject to change. This should describe the products and should not therefore intended to assure certain properties. Obligation can not be 
derived. 

Can be used with: ISO-VG 220 


