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EUROLUB 
BREMSFLÜSSIGKEIT DOT4 LS.6 (Class6) 

 
 

Description /  
Applications: 

DOT4 LS.6 is a special, low-viscosity brake fluid for corresponding 
regulations according to ABS, ASR and ESP. DOT4 LS.6 is based on 
glycol ether and contains effective corrosion inhibitors and 
antioxidants. 
DOT4 LS.6 has a high thermal stability. 
DOT4 LS.6 is characterized by excellent corrosion protection against 
ferrous and non-ferrous metals. 

 
 

Can be used with: FMVSS 116 DOT3/4 
ISO 4925 (Class 6) 
SAE J 1703/1704 
BMW QV 34 001 
Ford WSS-M6C65-A2 
GM GMBW 3356 
PSA S71 2114 
VW TL 766-Z, VW 50 114 

 
 

Handling: The brake fluid is hygroscopic and must therefore be stored in tightly 
closed containers. After removing the liquid, the containers must be 
closed again immediately.  

 
 

Delivery: Art.-Nr. 549001  12 x 1 Liter can 
Art.-Nr. 549005  4 x 5 Liter can 
Art.-Nr. 549020  20 Liter  canister 
Art.-Nr. 549060  60 Liter  hobbock 
On demand: 
Art.-Nr. 549208  208 Liter drum 

 
The data given may be subject to change. Observe the operating instructions of the manufacturer. We reserve the right to make data 
changes due to the further development of product and production. This information is intended to describe the product and therefore 
does not have the meaning to assure certain properties. A liability can not be derived from this. 


